	4 Installing the software

Insert the Remote Control Base Software CD into your drive, run setup.exe (if it doesn’t start up automatically). Follow the instructions on the screen. The setup program will give you the option of restarting your computer if required to enable certain features.

5     Running the application

When you launch the application you will see the main window of the application. The left panel consists of the control elements. As you move your pointer over the various elements you will see tool tips describing the function of the buttons.

The right panel gives you the video signal window and some control buttons. The button on the top row of this panel with a question mark will take you to the users’ guide, which can lead you through a detailed explanation of all the functions.

6       Limitations

This version has no way of controlling the zoom, focus and aperture of the camera, even if you have a camera that had these features.

Tracking may be temporarily interrupted if the subject moves too fast. Tracking may get confused if the background’s color is too similar to the subject’s color.

Keep away from dust and moisture. Supply power with Universal Serial Bus (USB 1.1 or above) only. Not applicable for critical usage or hazardous environments. Operate at temperatures between 32ºF and 132ºF (0ºC and 55ºC) only. This device is designed for indoor use only.

7       Extra Mounting Hardware
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    Left: tripod mount fastened with screw legs.       Right: screw legs for height adjustment.
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QuickStart

Thank you for purchasing Our Remote Control Base. The intent of this document is to get you up and running as quickly as possible. For a fuller explanation of the features and controls please refer to the user guide on your software CD or to the FAQ files on our web site.
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1 
What’s in the box?

The full retail package contains the following items:

1 Remote Control Base

1 CD (contains the Remote Control Base software, documentation in html format, FAQ files, useful links)

1             USB cable

1             Warranty Registration Card

5             pieces various Mounting hardware

2            rubber bands

1            This document

2 
Camera

This package includes a camera. It is essential that you install the camera drivers before plugging the camera into your computer. You may install just the drivers from the Remote Control Base Software CD provided.



	3       Requirements and setup 1/2

1. Make sure your PC has a CD-ROM drive, at least 32 MB of RAM, 20 MB of free hard disk space, and is running Windows 98SE, ME, or 2000.

2. Make sure your PC camera has a standard WDM (Windows Driver Model) driver, supports 24-bit RGB color format, and weighs less than 8 oz. 
3. Make sure your PC camera is properly installed and functioning (see your camera’s instructions). 

4. Turn off Automatic Gain Control in your camera control application's advanced settings or options (see your camera's instructions if necessary).
5. Exit all applications that use your PC camera but leave the camera connected to your computer.
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6.   Install your camera onto base. 

      a.    Attach camera to shoe. There are 2 options. 

i. If the camera has a ¼” tripod mounting thread, then screw the camera shoe onto the camera as illustrated.

ii. If the camera does not have a ¼” tripod mounting thread, then the camera can be secured to the camera shoe plate with provided rubber fasteners as illustrated.

b. Snap camera and attached shoe to Base’s neck. Line up the camera’s line of sight with the collar’s forward arrow and snap the camera and attached shoe onto the neck 

c. Guide your camera’s interface cable through the passages along the sides and front of Base’s collar. This will prevent the cable from interfering with the camera’s pan and tilt movements.
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Option  i.  if the camera has a 1/4" mounting thread
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Option  ii. if the camera does not have a 1/4" mounting thread
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